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Features

Fast and variable recovery speeds for 
high work rate

Highly efficient and constant operating 
high torque motor

2 stage planetary gear train for greater 
pulling force

Free spool T-handle with easy              
operation for rapid wire rope payout

Drag brake and over-centre valve     
providing full 100% braking

HV-8

HV-10

HV-12

HV-15

Designed for HEAVY DUTY applications on tilt-tray 
tow trucks, 4WD, tractors, and fire/rescue vehicles, 
the Hydraulic Recovery Winch is highly efficient 
with many features including it’s ability to run 
continuously in all conditions.
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Specifications

Model Line Pull Line Speed Operating

pressure

Rope Diametre Winch

Construction

Gear

Ratio

Winch

Weight

HV-8 3630 kg 15mpm

150 bar

11.1mm (7/16”) x 27m Aluminium
Die Cast

housing with
steel Drum

16:1 43.3kg
HV-10 4535 kg 14mpm 12mm (1/2”) x 34m 16:1 46.6kg
HV-12 5440 kg 10mpm 14mm (9/16”) x 27m 19.4:1 87kg
HV-15 6800 kg 9mpm 16mm (5/8”) x 24m 19.4:1 88kg

HV-8 HV-10

HV-12 HV-15

* long drum dimensions
374.2
291.6

620.

253


