
Features

Kromer Spring Balancers are designed to support heavy hand operated 
process tools and enable them to be operated with the minimum                 
of effort.

Stops automatically if main spring fails.

Secondary safety chain for added security - not 
shown in picture.

Step less load balancing via worm gearing.

Replaceable high grade steel main spring. 

Cable limiters prevent overload damage.

Adjustable return stop and buffer.

Safety hook can be swivelled and adjusted            
laterally for alignment to work area.

Shock resistant and non abrasive                    
housing.

CE Conformance.



Specifications

 Your nearest distributor;

Model Capacity kg Stroke 
m

Weight 
kg

Model Capacity kg Stroke m Weight 
kg

7200-1 0.3 - 1.2 1.2 0.5 7236-1 15 - 25 2 25
7211-1 0.6 - 1.0 2 0.7 7236-2 25 - 35 2 26
7211-2 1.0 - 2.0 2 0.7 7236-3 35 - 45 2 26
7211-3 2.0 - 3.0 2 0.8 7236-4 45 - 50 2 26
7212-1 0.6 - 1.0 2 0.7 7241-2 20 - 30 2 15.2
7212-2 1.0 - 2.0 2 0.7 7241-3 30 - 45 2 16.9
7212-3 2.0 - 3.0 2 0.8 7241-4 45 - 60 2 17.3
7221-1 3.0 - 5.0 2 2.9 7241-5 60.0 - 75.0 2 18.7
7221-2 4.0 - 6.0 2 3.0 7241-6 75.0 - 90.0 2 19.7
7221-3 6.0 - 8.0 2 3.1 7241-7 90.0 - 100.0 2 19.9
7221-4 8.0 - 10.0 2 3.3 7251-1 15.0 - 25.0 3 25.0
7222-1 3.0 - 5.0 2 3.2 7251-2 25.0 - 35.0 3 26.0
7222-2 4.0 - 6.0 2 3.3 7251-3 35.0 - 50.0 3 27.0
7222-3 6.0 - 8.0 2 3.4 7251-4 50.0 - 65.0 3 28.0
7222-33 3.0 - 5.0 3 3.3 7251-5 65.0 - 80.0 3 29.0
7222-36 6.0 - 8.0 4 3.6 7251-6 80.0 - 90.0 3 30.0
7222-4 8.0 - 10.0 2 3.6 7251-7 90.0 - 100.0 3 31.0
7230-4 9.0 - 14.0 2 3.4 7251-8 100.0 - 115.0 3 42.0
7230-5 13.0 - 17.0 2 3.6 7251-9 115.0 - 130.0 3 44.0
7230-6 16 - 21 2 3.7 7251-10 130.0 - 140.0 3 46.0
7231-4 9.0 - 14.0 2 3.6 7251-11 140.0 - 150.0 3 48.0
7231-5 25 - 35 2 3.8 7261-1 150.0 - 175.0 1.5 46.0
7231-6 16 - 21 2 3.9 7261-2 175.0 - 200.0 1.5 47.5
7235-1 15 - 25 2 25 7261-3 200.0 - 225.0 1.5 49.0
7235-2 25 - 35 2 26 7261-4 225.0 - 250.0 1.5 51.0
7235-3 35 - 45 2 26 7261-5 250.0 - 275.0 1.5 53.0
7235-4 45 - 50 2 26 7261-6 275.0 - 300.0 1.5 55.0

Models 7212 - 7222 - 7231 - 7236 are fitted with ratchet lock as standard
Models 7241 and 7251 ratchet lock, POA

QUALITY LIFTING SOLUTIONS

Western Australia
3/39 Tullock Way
Canning Vale WA 6155
Tel:   +61 8 9456  4140 
Fax:  +61 8 9456  4142  
Email: sales@pacifichoists.com.au    

              The information contained in this flyer is to be used as a guide only, specifications subject to change without notice. 
All Materials Handling/Lifting jobs should be assessed individually. Pacific Hoists products are NOT to be used for lifting or lowering person/s.

New Zealand
11 Druces Road
Manukau City South Auckland
New Zealand
Tel:   +64 9 263 5566 
Fax:  +64 9 263 5567
Email: info@pacifichoists.co.nz 

PACIFIC HOISTS PTY LTD                                  www.pacifichoists.com.au

Head Office
24 Foundry Road
Seven Hills NSW 2147
Tel:   +61 2 8825 6900
Fax:  +61 2 8825 6999  
Email: sales@pacifichoists.com.au     


